
A Complete Line of In-House, On-Demand
Colour Label Printers & Finishers

Afinia Label CP950 | Carton & Packaging Printer

Specifications
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CARTON & PACKAGING PRINTER

Operating Environment
Display Front panel touch screen
Operating Systems: Windows 7, 8, and 10 (32 and 64 bit)
Data Interface: USB 2.0 connection or Ethernet
Operating Temperature 15°–35°C (59°–95°F) at RH 20–80%

Storage Temperature
-5°–50°C (23°–113°F) at RH up to 85%, non-
condensing at 65°

Overall dimensions
55.6cm W x 82.2cm L x 51.4cm H
(21-7/8" W x 32-3/8" L x 20-1/4" H)

Weight 43.9 kg
Rated Voltage AC 110V-220V
Rated Frequency 50–60Hz
Warranty 1-year

Print Technology:
Memjet Waterfall Printhead Technology®
11 Integrated Circuit (IC) Chips
70,400 nozzles (6,400 per IC Chip)

Ink Type Dye
Print Resolutions: 1600 x 1600 dpi or 1600 x 800 dpi

Print Speed:
152mm per second or 
305mm per second

Inks: CMYKK; 5 cartridges (250ml each)

Media Types:
Compatible with wide range of paper, 
polyester, polypropylene, and vinyl label 
stocks. 

Minimum Media Size 72mm x 108mm 
Maximum Media Size 228.5mm x 305mm

Media Thickness
0.1mm–6mm. Adjustable height based on 
media thickness.

The CP950 Carton & Packaging Printer prints in full colour, directly onto a variety of 
product packaging up to 6mm thick. Powered by Memjet technology, the CP950 
prints at up to 18 m/min onto packaging such as cardstock, cardboard, paper boxes, 
to bags, and envelopes that have been coated for inkjet printing.

Experience the ease-of-use and benefits the CP950 brings to in-house package 
printing, including increased flexibility and variable data printing capability.


